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AC
CE

SS
OR

IES JIB JIB-MPK10 kg 18

GLASS MANIPULATOR JVM10.2 (standard configuration) kg 179

EN
GI

NE

ELECTRIC

Battery Voltage V 24

Power kW 2,2

W
EI

GH
TS

CRANE MPK10.2 (no counterweights) kg 1.045†

COUNTERWEIGHT
CW1 (into frame)

kg
100

CW2 (into hood) 130

TOTAL MPK10.2 kg 1.275

OVERALL INFORMATIONS

DESCRIPTION U.M VALUE

CR
AN

E 
IN

FO

OVERALL DIMENSIONS

Height
mm

1.500
Length 2.280
Width 955

BOOM
Length m 1,57 - 3,5
Speed s 48

SLEWING
Angle ° -9°/+9°
Speed s 7

LIFTING
Working Angle ° -21°/58°

Speed s 42

MAX CAPACITY kg 990

REAR WHEEL MAX LOAD

kg
410‡

FRONT WHEEL MAX LOAD
Turret positioned at 0° 980§

Turret slewed by 9° 1.320§

TRAVEL SPEED km/h 4

GRADEABILITY ° 13° (23%) *

WORKING TEMPERATURE °C -20°/+40°

Lifting Class (UNI 4301-1) A1

*: Max value only for short distance and a maximum of 30 seconds. Forward movement at maximum gradeability is intended with
extended boom and without load.
†: Dry weight
‡: Without load
§: With load
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JVM10.2
GLASS standard configuration (6 vacuum pads Ø400)
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JVM10.2
GLASS standard configuration (6 vacuum pads Ø400)

OPTIONAL

Lateral pads extension
kg

4,4

Ø290 vacuum pad (x1) 3,2

JVM JVM10.2 (standard configuration) kg 179

ACCESSORIES

Central pads support kg 1

Vertical pads support
kg

3,4

Ø400 vacuum pad (x1) 4,8
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JVM10.2
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240 kg

720

60 kg

MONOPANEL configuration (4 pads)

JVM JVM10.2 (monopanel configuration) kg 157
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CONFIGURATION 2

\1 ANGLE

CO
N
FI
G
U
RA

TI
O
N min max

1 -40° +40°

2 -90° -40°

CONFIGURATION 1

SWING

TILT
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